
Daniele Sprega / 2021� BUBKA BOLLARD

Finish .00 Standard

Custom finish available on request (LED head only).

Floor luminaire with direct light for 
outdoor use.

Light as a tool for guiding people 
along pathways or for creating depth.

The stem is in AISI 316L stainless 
steel. 
The spotlight is in textured matt black 
painted aluminium and is adjustable 
in all directions. 
Each pole can host one or two 
spotlights. 
An additional spotlight can be 
purchased separately. 
It is fixed to the ground with 
a textured matt black painted 
aluminium flange. 
An anchoring bolt accessory is 
available for lawns.

The light source is LED with integrated 
module. 
The electric cable is matt black and  
9 m long.  
The driver is not included but is available 
as an accessory. 
An electric connector is included for 
outdoor use.



BUBKA BOLLARD Daniele Sprega / 2021 BUBKA BOLLARD

BUBKA BOLLARD
8,4W
Max 700mA DC
2700K - 350lm / 3000K - 350lm
CRI >90
Driver not included

Standard - 2700K 1A1440008.27.20
Standard - 3000K 1A1440008.30.20

Optional accessories
Installation kits

Driver connector IP68 Included
1 Piece 1A1660000.00.00

Anchoring bolt Not included
Cut-out Ø 250 mm  
Minimum space for mounting 350 mm

1A3620000.00.00

Lighting modules

Additional LED head Not included
Matt Black Max 700mA DC - 8,4W  

2700K - 350lm - CRI >90
1A3610408.27.20

Max 700mA DC - 8,4W 
3000K - 350lm - CRI >90

1A3610408.30.20

Drivers

Driver box Not included
Input 110-240V - 50/60Hz 
Output 350mA - 17W - IP65 - DALI

1A3880008.350

The sizes are expressed in millimeters. 


