
Andreas Schulz / 2025� D3

Finish .00 Standard

Recessed luminaire with direct 
light for indoor use.

An element of light. 
Light is incorporated into the space, 
becoming an architectural element.

The body is in matt grey painted 
aluminium. 
D3 is available in the trim version, 
with a matt black or matt white 
painted visible edge, and the trimless 
version, without trim. 
The luminaire requires the specific 
installation frame. 
The spotlight is available with matt 
white, matt black or polished black 
finish. 
The frame is available fixed or 
adjustable in all directions. 
Luminaire designed for plasterboard 
ceilings. 
The required hole in the plasterboard 
is Ø 2.16". 
The clearance space above the 
plasterboard is 3.94". 
A range of light control accessories 
is available.

The light source is LED with integrated 
module.  
The electric cable is matt black and 
11.81" long. 
The driver is included.
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Compulsory accessories
Installation kits

Frame trim Not included
Matt White Cut-out Ø 2.16" 

Minimum space for mounting 3.94"
1X0120300.02.00

Matt Black Cut-out Ø 2.16" 
Minimum space for mounting 3.94"

1X0120400.02.00

Frame trimless Not included
Matt White Cut-out Ø 2.16" 

Minimum space for mounting 3.94"
1X0120300.03.00

Fixed reflector Not included
Matt White 1X0120300.04.00
Matt Black 1X0120400.04.00
Bright Black 1X0124200.04.00

Adjustable reflector Not included
Matt White 1X0120300.05.00
Matt Black 1X0120400.05.00
Bright Black 1X0124200.05.00

Optional accessories
Other accessories

Honeycomb louvre Not included
Standard 1X0120000.01.00

D3 - 15°
8W
120V - 60Hz
2700K - 293lm / 3000K - 386lm
CRI >90
Beam 15°
UGR <19
Driver included
1-10V - TRIAC

Standard - 2700K - 1-10V - TRIAC 1A5930003.27.09
Standard - 3000K - 1-10V - TRIAC 1A5930003.30.09

D3 - 24°
8W
120V - 60Hz
2700K - 332lm / 3000K - 437lm
CRI >90
Beam 24°
UGR <19
Driver included
1-10V - TRIAC

Standard - 2700K - 1-10V - TRIAC 1A5940003.27.09
Standard - 3000K - 1-10V - TRIAC 1A5940003.30.09

D3 - 38°
8W
120V - 60Hz
2700K - 358lm / 3000K - 473lm
CRI >90
Beam 38°
UGR <19
Driver included
1-10V - TRIAC

Standard - 2700K - 1-10V - TRIAC 1A5950003.27.09
Standard - 3000K - 1-10V - TRIAC 1A5950003.30.09

The sizes are expressed in inches.




