
Davide Groppi / 2018� CARTESIO

Finish .00 Standard

Suspension luminaire with direct 
and indirect light, for indoor use.

A thin, suspended circular mirror with 
direct and indirect light.  
The sophisticated clamping system 
is used to position and angle the disc 
however you wish.

The rose is in matt white painted 
steel. 
The disc is in mirror-finished 
aluminium. 
The back of the mirror is painted in 
matt black. 
The disc can be adjusted on the 
suspension cables. 
CARTESIO is dual emission.

The sources are LED with an integrated 
module and can be powered separately. 
The electric cable is matt white.



Davide Groppi / 2018� CARTESIOCARTESIO Davide Groppi / 2018

CARTESIO 90
25W
120V - 60Hz
2700K - Up 1304lm - Down 785lm / 
3000K - Up 1304lm - Down 785lm
CRI >90
Driver integrated
DALI - PUSH - 1-10V

Standard - 2700K - DALI - PUSH - 1-10V 1A6090003.27.07
Standard - 3000K - DALI - PUSH - 1-10V 1A6090003.30.07

CARTESIO 60
25W
120V - 60Hz
2700K - Up 1304lm - Down 785lm / 
3000K - Up 1304lm - Down 785lm
CRI >90
Driver integrated
1-10V - TRIAC

Standard - 2700K - 1-10V - TRIAC 1A6080003.27.09
Standard - 3000K - 1-10V - TRIAC 1A6080003.30.09

CARTESIO 60
25W
120V - 60Hz
2700K - Up 1304lm - Down 785lm / 
3000K - Up 1304lm - Down 785lm
CRI >90
Driver integrated
DALI - PUSH - 1-10V

Standard - 2700K - DALI - PUSH - 1-10V 1A6080003.27.07
Standard - 3000K - DALI - PUSH - 1-10V 1A6080003.30.07

CARTESIO 90
25W
120V - 60Hz
2700K - Up 1304lm - Down 785lm / 
3000K - Up 1304lm - Down 785lm
CRI >90
Driver integrated
1-10V - TRIAC

Standard - 2700K - 1-10V - TRIAC 1A6090003.27.09
Standard - 3000K - 1-10V - TRIAC 1A6090003.30.09

The sizes are expressed in inches.




