
Maurici Ginés / 2023� BUIO R

Finish .04 Matt Black

Recessed luminaire with direct 
light for indoor use.

A small black dot that reveals its 
function only when necessary.

The body is in matt black anodised 
aluminium. 
The glass is available with 
transparent or black finish. 
BUIO R is available only in the trim 
version, with a visible sandblasted 
matte black anodized edge, and 
requires a spring for installation.
BUIO R is not adjustable. 
Luminaire designed for plasterboard 
ceilings. 
The required hole in the plasterboard 
is Ø 1.57". 
The clearance space above the 
plasterboard is 4.25".

The light source is LED with integrated 
module. 
The driver is not included but is available 
as an accessory.
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BUIO R ELLIPTICAL
Black filter
4,6W
Max 350mA DC
2700K - 63lm / 3000K - 63lm
CRI >90
UGR <19
Driver not included

Matt Black - 2700K 1A6800403.27.20
Matt Black - 3000K 1A6800403.30.20

BUIO R - 13°
Transparent filter
4,6W
Max 350mA DC
2700K - 173lm / 3000K - 173lm
CRI >90
Beam 13°
UGR <19
Driver not included

Matt Black - 2700K 1A6810403.27.20
Matt Black - 3000K 1A6810403.30.20

BUIO R - 25°
Transparent filter
4,6W
Max 350mA DC
2700K - 180lm / 3000K - 180lm
CRI >90
Beam 25°
UGR <19
Driver not included

Matt Black - 2700K 1A6830403.27.20
Matt Black - 3000K 1A6830403.30.20

BUIO R - 13°
Black filter
4,6W
Max 350mA DC
2700K - 65lm / 3000K - 65lm
CRI >90
Beam 13°
UGR <19
Driver not included

Matt Black - 2700K 1A6770403.27.20
Matt Black - 3000K 1A6770403.30.20

BUIO R - 25°
Black filter
4,6W
Max 350mA DC
2700K - 111lm / 3000K - 111lm
CRI >90
Beam 25°
UGR <19
Driver not included

Matt Black - 2700K 1A6790403.27.20
Matt Black - 3000K 1A6790403.30.20

BUIO R - 32°
Black filter
4,6W
Max 350mA DC
2700K - 101lm / 3000K - 101lm
CRI >90
Beam 32°
UGR <19
Driver not included

Matt Black - 2700K 1A6780403.27.20
Matt Black - 3000K 1A6780403.30.20

The sizes are expressed in inches.
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BUIO R - 32°
Transparent filter
4,6W
Max 350mA DC
2700K - 208lm / 3000K - 208lm
CRI >90
Beam 32°
UGR <19
Driver not included

Matt Black - 2700K 1A6820403.27.20
Matt Black - 3000K 1A6820403.30.20

BUIO R ELLIPTICAL
Transparent filter
4,6W
Max 350mA DC
2700K - 163lm / 3000K - 163lm
CRI >90
UGR <19
Driver not included

Matt Black - 2700K 1A6840403.27.20
Matt Black - 3000K 1A6840403.30.20

Compulsory accessories
Installation kits

Ceiling spring Not included
Standard 1A6310000.00.00

Drivers
Driver Not included
220-240V(110-127V) 350mA/18,9W(13,5W)/IP20/DALI - PUSH 

- 1-10V
1Z0241270.350

Driver Not included
120V 350mA/13W/IP20/1-10V - TRIAC 1Z2020070

The sizes are expressed in inches.




