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Finish .00 Standard

Recessed luminaire for indoor use. An element of light. 
Light is incorporated into the space, 
becoming an architectural element.

The profile is in natural anodised 
aluminium. 
The profiles can be combined.

The profile is compatible with a wide 
range of LED strips. 
The driver is not included but is available 
as an accessory.
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Compulsory accessories
Drivers

Driver Not included
100-240V 24V/96W/IP67/1-10V 1Z1120540

Driver Not included
100-240V 24V/150W/IP67/1-10V 1Z1120500

Driver Not included
120-277V 24V/96W/IP20/1-10V - TRIAC 1Z2020060

Dimming converter Not included
Matt Black DALI - PUSH - 0/1-10V - IP20 1Z2170020

Compulsory accessories
Installation kits

Aluminium profile 78.74" Not included
Standard 1A4970000.18.00

Opal cover 78.74" Not included
Standard 1A4970000.19.00

Lighting modules
Strip LED - 196.85" Not included

Input 24V DC - 12,5W/m - IP20 
2700K - 1240lm/m - CRI >94

1A5010003.27.20

Input 24V DC - 12,5W/m - IP20 
3000K - 1380lm/m - CRI >94

1A5010003.30.20

Strip LED - 196.85" Not included
Input 24V DC - 14,4W/m - IP20 
2700K - 1420lm/m - CRI >80

1A4980003.27.20

Input 24V DC - 14,4W/m - IP20 
3000K - 1575lm/m - CRI >80

1A4980003.30.20

Strip LED - 196.85" Not included
Input 24V DC - 19,2W/m - IP20 
2700K - 2100lm/m - CRI >80

1A4990003.27.20

Input 24V DC - 19,2W/m - IP20 
3000K - 2340lm/m - CRI >80

1A4990003.30.20

Strip LED - 196.85" Not included
Input 24V DC - 14,4W/m - IP65 
2700K - 1420lm/m - CRI >82

1A5000003.27.20

Input 24V DC - 14,4W/m - IP65 
3000K - 1575lm/m - CRI >82

1A5000003.30.20

Drivers
Driver Not included
100-240V 24V/80W/IP20/ON/OFF 1Z1120440

The sizes are expressed in inches.
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